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HAYBINE® MOWER-CONDITIONERS ARE STILL RATED NUMBER ONE IN SMOOTH CUTTING AND PLUG-FREE
CONDITIONING.
When it’s time to buy a mower-conditioner, go with the one that started it all – the genuine New Holland Haybine® mower-
conditioner. Haybine mower-conditioners deliver just what you need during the time-crunch of haymaking. They cut smoothly
through heavy crops and condition them thoroughly for fast drying.

GENUINE HAYBINE® FEATURES MAKE THE DIFFERENCE
So, what IS it that makes a mower-conditioner a genuine “Haybine?” Every Haybine model has the same core features – and
it is these features that lead to top-of-the-line field performance and hay quality:
• Genuine New Holland cutting parts – twice-hardened guards and efficient, over-serrated knives slice easily and reliably
through tough and tangled crops.
• Full, lateral and radial header flotation assures you of a close, even cut even when the field is anything but even.
• New Holland chevron-design rubber rolls crimp stems for fast drydown without over-conditioning delicate leaves.
• The plug-free New Holland torsion-bar roll-pressure system delivers near-constant pressure whether the crop is thick or
thin for consistent conditioning, yet releases roll pressure completely if needed to allow slugs to pass.
• No tools needed to change from swath to windrow so you can easily adjust the machine to match conditions.

THE ORIGINAL IS STILL THE BESTTHE ORIGINAL IS STILL THE BEST

Introduced in 1964, the 460 Haybine® mower-conditioner was the first
invention to combine cutting and conditioning into one machine.
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A WIDE SELECTION OF CUTTING WIDTHS
New Holland offers pull-type Haybine models with
cutting widths from 2.8m to 5.56m, so there’s a
model that’s perfect for your needs.

Haybine® Model Cutting Width Conditioning Roll Length
488 side pull 2.82m (9’ 3”) 2.59m (102”)
H7150 pivot-tongue 4.34m (14’ 3”) 2.59m (102”)
488 side pull 4.95m (16’ 3”) 2.59m (102”)
488 side pull 5.56m (18’ 3”) 2.59m (102”)
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THE HEART OF EVERY HAYBINE® MODEL

EXCLUSIVE NEW HOLLAND CHEVRON ROLLS AND A UNIQUE PRESSURE SYSTEM PROVIDE 
THOROUGH, CONSISTENT CONDITIONING.
The heart of a Haybine® mower-conditioner is the New Holland conditioning system. This system is expressly designed
to help you bale or chop sooner, while delivering optimum hay quality.

CHEVRON-DESIGN ROLLS
New Holland chevron-design intermeshing rubber rolls are known for their gentle, but thorough conditioning. Their
unique spiraled design helps grip the crop and keep it moving. The lugs crack the stem every three or four inches to
release moisture for fast drydown. But the rolls are only part of the Haybine conditioning system.

UNIQUE ROLL PRESSURE SYSTEM
For the most consistent conditioning you’ll find anywhere, the New Holland torsion-bar roll-pressure system applies 
near-constant pressure to your crop, even as the crop mat thickness changes. But, when the rolls reach their maximum
opening, the pressure decreases automatically to permit slugs to pass through without plugging, and without stopping!
There’s no need to stop and raise the header to “power out” the plug like ordinary mower-conditioners. That’s a real 
time-saver. 

INFINITE, NO-TOOLS PRESSURE ADJUSTMENT
A turn of a crank is all it takes to change conditioning pressure to match field
conditions. No tools are required to get the exact amount of conditioning
needed for your crops. Also important for optimal conditioning is the proper roll
gap setting, which controls conditioning intensity and the resulting drydown
performance. For most legume crops, the roll gap (the space between the
upper and lower conditioner rolls) should be maintained between 1/64” – 1/16”
for optimum dry down.

Wide, chevron-design
intermeshing rubber rolls
condition your crop gently and
thoroughly.

In 1966, the 461 advanced
Haybine® performance with the
addition of chevron-design
rubber conditioning rolls.
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A dependable gearbox drives the H7150
conditioning rolls. No chains to adjust!

ADDITIONAL H7150 OPTIONS
Two other conditioning systems are available for more specialized applications:
• Factory-or dealer-installed, high-contact, urethane chevron rolls provide
intensive conditioning/ crushing for fast drydown that is best suited for alfalfa
harvest in low humidity conditions. 
• Dealer-installed slatted steel rolls are best suited for abrasive conditions
especially in cane-type crops.

Use this handy crank (A) to adjust roll pressure
– no tools needed. A roll pressure indicator (B)
is also provided.

A

B

Roll pressure is adjusted quickly and easily
with the turn of a crank. No tools needed!
Adjustment is infinite so you can choose the
exact degree of conditioning you need.
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HIGH-EFFICIENCY FEATURES ASSURE YOU OF CONSISTENT HAYBINE® CUTTING PERFORMANCE
Haybine® mower-conditioners are rated number one in cutting through heavy, down and tangled crops. Smooth, reliable
cutting starts with the over-serrated, bolt-on knife sections, adjustable sickle hold-down clips, and square back-bar guards.
Haybine headers float laterally and radially, so you’re sure to get all the crop when mowing on uneven terrain. And, Haybine
sickle drive systems are designed to provide clean cutting with less wear and vibration, and minimum maintenance.

DUAL, COUNTER-STROKING SICKLES
The H7150 use dual, counter-stroking sickles for smooth, clean cutting
performance. They’re driven from both sides, operate with less vibration and are
easy to service. A heavy-duty, timed wobble drive system on the H7150 provides
reliable trouble-free operation. An 1810-spm sickle speed on the H7150 plus a full
three-inch stroke combine to provide fast, high-capacity cutting.

ADJUSTABLE CUTTING ANGLE
You can easily adjust knife and guard angle on the H7150 to suit crop and field
conditions. Hydraulic cutting angle adjustment is standard on the H7150, allowing
you to make changes on the go right from your tractor seat – an ideal option when
working in rocky fields.

SMOOTH, RELIABLE CUTTING

Bolt-on, over-serrated, back-hardened knife
sections with adjustable hold-downs are
standard equipment.
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Change from swath to windrow in seconds!
Just use the handy lever to adjust the swath
gate and you can change from producing a
narrow 0.96m windrow to a fast-drying swath
up to 2.44m wide or anything in between. The
H7150 also features adjustable windrow
shields to custom-build windrows or swaths.

A storage location for complete knife
assemblies is provided in the header
frame.

Choose standard or stub guards to suit
your local crop conditions. Standard
guards are streamlined for better
penetration in fine grasses and thick
undergrowth. Stub guards are
recommended for use when cutting dead
or wet undergrowth since they will not plug
as readily.

Carbon steel alloy guards are hardened
twice for longer life. The cutterbar
assembly has square back-bar guards and
a back-hardened knife assembly for longer
wear and less maintenance.

Full, lateral, header flotation allows the header to hug the ground for clean cutting while
minimising scalping and cutterbar damage.

Adjustable header skid shoes allow for
quick cutting height adjustment.

The 12-foot Haybine model 495
was introduced in 1975. It featured
110-inch-wide conditioning rolls to
speed drying time, and offered a
lateral transport mode.
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